
2

.

Maximum height - 20 feet

3. Maximum length - 20 feet

3. Lighting - Signs may be illuminated, subject to the following:

(a) Signs which contain, include, or are illuminated by any flashing,

intermittent, or moving light or lights are prohibited.

(b) Signs which are not effectively shielded so as to prevent beams

or rays of light from being directed at any portion of the travele

way of an Interstate or Primary highway or which are of such in-

tensity or brilliance as to cause glare or to impair the vision

of the driver of any motor vehicle, or which otherwise interfere

with any driver's operation of a motor vehicle are prohibited.

(c) No sign may be so illuminated as to interfere with the effective-

ness of or obscure an official traffic sign, device, or signal.

4. Spacing -

(a) Each location of a directional sign must be approved by the Board

of Transportation.

(b) No directional sign may be located within 2,000 feet of an inter-

change, along the Interstate System or other freeways (measured

along the Interstate or freeway from the nearest point of the be-

ginning or ending of pavement widening at the exit from or entranc

to the main traveled way)

.

(c) No directional sign may be located within 2,000 feet of a rest

area, parkland, or scenic area.

(d) 1. No two directional signs facing the same direction of travel

shall be spaced less than one mile apart;

2. Not more than three directional signs pertaining to the same

activity and facing the same direction of travel may be erecte^

along a single route approaching the activity.
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